| Parameters:

Loading capacity | Fully automatic one-click scanning, 480 slides at one time
Continuous Supports 24/7 infinite loading ,allowing continuous slide loading and retrieval without interrupting the
Loading scanning process

Staining rack ‘ Supports multiple model staining racks ,enabling automatic loading- scanning- archiving

compatibility

Equipped with high-end objective lenses,20x 0.8 N.A.,40x 0.95 N.A. Supports optional

Objective lens ‘ 4X,10x,20x,40x,60x objective lens with motorized switching

Scanning | v " _ . .
throughput 20X (15mm*15mm): 90 slides/hour, 2160 slides/day
Scanningmode |  Supports area camera& line camera
I u Bright-field: 0.36 um/pixel at 20x, 0.18 um / pixel at 40x
Mage TEsOIton Fluorescence:0.33 um/pixel at 20x, 0.17 um / pixel at 40x
Fluorescence 10X 10 mm area scan with 3-color imaging in < 6 min, 6-color in < 12 min. Each channel exposure
Scl%r(l)'ygg time<20 ms. Equipped with actively cooled sCMOS monochrome camera for ultra-low dark noise

Fluorescence ‘ Equipped with a 9-position electric filter wheel, including DAPI, Orange,Green; other channels
configuration can also be configured according to requirements,up to 10 channels can be expanded

FocusingMethod |  Auto/Manual Focus
Image Format |  KFB.TIF.DICOM.SVS.KFBF.QPTIFF
Tel/WhatsApp/Wechat: +86 186-7233-4799 Email: info@kfbio.cn
www.kfbio path O logy. com All the information in this material is for reference only; the company

reserves all rights, including the right to update and revise. For issues
regarding parameter updates, please consult the sales representative

technology for health.
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| CORE FEATURES

® Brand new Upgrade

480 15 Continuous Loading Capability of multiple staining racks
Slides S wua vy ; gmay . g .

“{ Supportsinfinite | _ Supports the mix use of
480 Slides Ultra-High 15 Seconds High-Speed el [, 'y loading Allowing — B multiple model

continuous slide pl, _ u. staining racks

loading and retrieval SE==Mmi- (e.g. Sakura &Chiwell),
without interrupting ‘E-R-H IF  enabling automatic
the scanning process. 1 el loading- scanning-
Fully unattended <l B archiving

automatic scanning 7 '

Throughput Scanning

5 Lens

5 Objective Lens can be ® Z-Stack Scanning - Clear scanning of clustered cell
switched flexibly

l 0 Channels

10 Channels for
Fluorescence Scanning

T

g , Normal Single Layer Scanning Z-Stack Scanning
Supports digital scanning of up to 480 High-speed scanning: 20X scanning

slides, with the speed of 90+ slides per takes only 15 seconds (15mm X 15mm),
hour, meeting the diverse needs from 40X scanning takes only 40 seconds ® Fluorescence Scanning
small laboratory to ultra-high-through- (15mm X 15mm), liberating workforce
put research center efficiency High-end High-end
Filter Module Fluorescence Camera
Fast-switching filters, broad spectral coverage, high-resolution, Active cooling SCMOS monochrome
multi-channel capability, this module captures fluorescence camera, with extremely high
ultra-high-density information without sacrificing data quality SNR and resolutior
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Bright-field/Fluorescence dual Standard configuration includes 20X 0.8
mode, supporting up to 10-channel N.A. and 40X 0.95 N.A. objectives, with
fluorescence scanning, covering optional 4X, 10X, 50 X, 60X, and 100X ® Ultra-Wide Wavelength Range : SCMOS sensor detects signals from 180-1100 nm (UV to NIR)
conional pathology Jus objectives available, supporting oil immer- igh ion Effici © 950 igh |
cutting-edge research, flexibly | J | i pp' g ' ® High Detection Efficiency : 95% QE at 560 nm ensures brighter, clearer images
adapting:to complex pathological sion expansion and motorized switching ® Superior Image Clarity : Outperforms EMCCD in low-light conditions
research needs ® LargeField of View : 1.2" sensor captures more area in one shot, reducing lens changes and

sample movement




